4" PIPE DIA. 2—WAY

CLEANOUT
TEE

6” LONG RADIUS ELL
8"x 4" WYE

6" PIPE DIA.

4“x6" ECCENTRIC /

INCREASER, MATCH
FLOWLINE

4" PIPE DIA.

2—WAY
CLEANOUT
TEE

FINISH GRADE ———

WATERTIGHT PLUG CUVER TYPE /[

OR APPROVED EQUAL WITH METAL
PARTS PLACED 3” BELOW FINSHED

GRADE.
. 4“x6" ECCENTRIC
6" LONG INCREASER, MATCH
RAD. ELL FLOWLINE
2—WAY

CLEANOUT

(o)

]

8"x 4" WYE

PIPE ZONE MATERIAL
AS SPECIFIED

NOTES:

1) SEE DETAIL 206 & 206A FOR MAIN LINE CONNECTION AND
MARKER POST DETAILS.

CONNECT EXISTING BUILDING SERVICE LINE, OR
INSTALL WATERTIGHT FLUG AND MARKER PQST

5 FEET MINIMUM FROM CLEANOUT WHEN NO
EXISTING SERVICE LINE EXISTS AS PER DETAIL 206.
PRIVATE LATERAL MAINTENANCE RESFONSILIBITY
EXTENDS TO CLEANOQUT TEE.

4" CLEANOUT (SEE STD. DETAIL 206)

CONNECT EXISTING BUILDING SERVICE LINE, OR
INSTALL WATERTIGHT PLUG AND MARKER POST

5 FEET MINIMUM FROM CLEANOUT WHEN NO
EXISTING SERVICE LINE EXISTS AS PER DETAIL 208,
PRIVATE LATERAL MAINTENANCE RESPONSILIBITY
EXTENDS TO CLEANOUT TEE.

FINAL ADJUSTMENT OF

CLEANOUT SHALL MATCH FINISH
SURFACE — FINAL ADJUSTMENT
SHALL BE MADE PRICR TO PLACING
WEARING COURSE OF PAVEMENT.

COMFACTED CRUSHED AGGREGATE BACKFILL TQ
UNDISTURBED EARTH UNDER CONCRETE SLAB

4 FOOT MINIMUM DEPTH
OR AS SPECIFIED
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